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1
MODULAR SWITCHING VALVE
ARRANGEMENT AND SWITCH CABINET
WITH SUCH SWITCHING VALVE
ARRANGEMENT

CROSS REFERENCE TO RELATED
APPLICATION

This application claims the priority of German Patent
Application No. 20 2011 004 741.5, filed on Apr. 1, 2011 in
the DPMA (German Patent and Trade Mark Office). Further,
this application is the National Phase application of Interna-
tional Application No. PCT/EP2012/001098, which is incor-
porated herein by reference in its entirety.

The present invention relates to a modular switching valve
arrangement including a plurality of switching valves which
are arranged adjacent to one another. The present invention
further relates to a switch cabinet including such a switching
valve arrangement.

A switch cabinet including a switching valve arrangement
is disclosed in WO 2009/127224 Al. In that document the
switching valve arrangement is formed of a plurality of iden-
tical switching valves which are arranged so as to contact one
another and are braced together by tension rods to form a
block. This block can be installed in a switch cabinet such that
the media connections of the switching valves are accessible
through an opening in a wall of the switch cabinet. To this end,
the block is fitted to the wall of the switch cabinet such that the
media connections are positioned within the recess. For seal-
ing purposes the front face of the block associated with the
wall has a continuous groove provided thereon into which a
seal can be placed.

A disadvantage of the known switching valve arrangement
is that blocks that are formed of a comparatively large number
of switching valves can not be reliably sealed against the wall
of the switch cabinet. This is due to the fact that the block
formed of the switching valves does not have a particularly
high stability, especially when switching valves having plas-
tic housings are used.

The object of the present invention consists in further
developing a switching valve arrangement of the type initially
mentioned to the effect that blocks can even be formed of a
very large number of switching valves without the attachment
of the switching valve arrangement to the switch cabinet
becoming a problem. Furthermore, the switching valve
arrangement is intended to be flexible to the effect that the
individual switching valves can be exchanged with little
effort.

To achieve this object, according to the invention provision
is made in a switching valve arrangement of the type initially
mentioned that each switching valve includes at least one
media connection which has a connecting piece mounted
thereto, and that the connecting piece braces the correspond-
ing switching valve with a shared carrier plate. The invention
is based on the fundamental idea of making use of the media
connections for fitting the individual switching valves to a
shared carrier plate. Two advantages are obtained in this way.
For one thing, there are no sealing problems whatsoever
because it is one continuous, stable carrier plate that needs to
be sealed against the wall of the switching cabinet, rather than
a multitude of individual switching valves. For another thing,
the individual switching valves may be exchanged indepen-
dently of each other since it is only required to release the
connecting piece by which the respective switching valve is
braced with the carrier plate. In the prior art, on the other
hand, in order to be able to exchange one individual switching
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valve, all tension rods would need to be removed from the
block which, as a result, would lose its integrity.

Preferably, provision is made that the connecting piece
includes a thread which is screwed in the switching valve. In
this way, the necessary pretensioning force can be applied
with little effort.

Preferably, the connecting piece includes a surrounding
shoulder which rests against the carrier plate. This allows the
tensioning forces involved to be introduced into the carrier
plate without any difficulty.

To enhance the sealing action, a seal may be arranged
between the shoulder and the carrier plate.

Preferably, provision is made that on the side facing away
from the switching valves, the carrier plate includes a depres-
sion having the connecting pieces arranged therein. This
depression ensures that in the fully assembled condition, the
connecting pieces do not protrude at all or protrude only
slightly over the outer surface of the switch cabinet, so that a
compact structure is obtained.

According to a preferred embodiment of the invention,
provision is made that the connecting pieces are part of a
quick-connect coupling by which a tube or hose can be con-
nected to the connecting piece. This makes it easier to connect
tubes or hoses to, and possibly also disconnect them from, the
switching valves.

To achieve the above-mentioned object, provision is also
made according to the invention for a switch cabinet includ-
ing such a switching valve arrangement, at least one mounting
wall for the switching valve arrangement being provided
which is provided with a recess, the recess being covered by
the carrier plate. This allows the switching valve arrangement
to be mounted in the switch cabinet with little effort, so that
the connecting pieces are accessible from outside. The special
advantage of this configuration as compared with a large
number of conventional switching cabinets resides in that the
tubes or hoses for connecting the switching valves need not be
arranged and guided in the interior of the switching cabinet.

According to one configuration of the invention, provision
is made that the carrier plate is arranged on the inside of the
mounting wall. This allows the recess in the mounting wall of
the switch cabinet to be made very small since the switching
valves combined into a block need not extend through the
recess.

Preferably, provision is made that a faceplate is arranged on
the outside of the mounting wall. The faceplate serves as a
reinforcement of the mounting wall of the switch cabinet, so
that the mounting wall can be made very thin while the
necessary tensioning forces can still be reliably absorbed.

The invention will now be described below with reference
to an embodiment which is illustrated in the accompanying
drawings, in which:

FIG. 1 schematically shows a switch cabinet according to
the invention, with a switching valve arrangement installed
therein;

FIG. 2 shows an exploded view of the switch cabinet of
FIG. 1,

FIG. 3 schematically shows a front view of a switch cabi-
net, with a switching valve arrangement installed therein;

FIG. 4 schematically shows a top view of the switching
valve arrangement of FIG. 3;

FIG. 5 shows a section taken along the line V-V of FIG. 3;

FIG. 6 shows a section taken along the plane VI-VI of FIG.
3; and

FIG. 7 shows a side view of the switching valve arrange-
ment of FIG. 3.

FIG. 1 shows a switch cabinet 10 having a switching valve
arrangement 12 (see also FIG. 2) arranged in the interior
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thereof. The switch cabinet 10 has a mounting wall 14 pro-
vided with a recess 16. Provided along the edge of the recess
16 is a plurality of drilled holes 18 for fastening screws.

The switching valve arrangement 12 consists of a plurality
of switching valves 20 (see also FIG. 4) which are combined
to form a block, contacting each other by their respective side
faces. The switching valves 20 each include a drive and a fluid
housing connected therewith. Optionally, a plurality of fluid
housings may be firmly connected with a fluid module, the
fluid module serving for the supply and discharge of media.

Control modules 22 are arranged on two outer faces of the
block formed in this way. The switching valves 20 are
arranged on a carrier plate 24 along with the control modules
22 (see also FIGS. 5 and 6). The carrier plate 24 is made of
metal, for example stainless steel or an aluminum alloy, and
has a thickness that is very much greater than that of the
mounting wall 14. This results in a high mechanical stability
of'the carrier plate 24. Alternatively, the carrier plate 24 may
also be produced from other materials, such as, e.g., a plastic
material.

To connect the switching valves 20 with the carrier plate
24, provision is made for connecting pieces 26, as shown in
FIG. 5, which each have an external connecting sleeve 28, a
neck 30, and a thread 32 at the end facing away from the
connecting sleeve 28. The thread 32 is screwed in a mating
thread which is provided on a respective media connection 34
of the switching valve 20. As an alternative, the media con-
nections 34 are arranged in the optional fluid module.

Provided between the connecting sleeve 28 and the neck 30
is a shoulder 36 which extends in the radial direction and, via
an interposed seal 38, rests against the outside, facing away
from the switching valves 20, of the carrier plate 24. The
connecting pieces 26 are screwed into the media connections
34 of the switching valves 20 so far that they are firmly braced
with the carrier plate 24. A media-tight passage from the
connecting pieces 26 to the media connections 34 is ensured
here, so that there is no need to adjust the carrier plate 24 with
respect to its chemical and electrochemical properties to the
media switched by the switching valves.

Similar connecting pieces 126 lead to the control modules
22, the connecting pieces 126 mechanically clamping the
control modules 22 firmly to the carrier plate 24 via shoulders
136.

The connecting pieces 26, 126 make sure that the switching
valves 20 and the control modules 22 are mechanically reli-
ably attached to the carrier plate 24. Here, the connecting
pieces 26, 126 may be guided in the carrier plate 24 virtually
free from play in the manner of fitted bolts. To prevent the
connecting pieces from excessively protruding outwards, the
carrier plate is provided with a depression 40 on the side
facing away from the switching valves 20, the shoulders 36,
136 resting on the bottom of the depression 40.

The carrier plate 24 is applied from the inside of the switch
cabinet 10 to the mounting wall 14 such that the connecting
pieces 26, 126 are located within the recess 16. Then the
carrier plate 24 is screwed down by means of fastening screws
42 which extend through the drilled holes 18. A faceplate 44,

20

25

30

40

45

50

4

which serves as a mechanical reinforcement, is further placed
underneath on the outside of the mounting wall 14. A seal 46
is arranged on the inside of the mounting wall 14 between the
carrier plate 24 and the mounting wall and serves to seal the
interior space of the switch cabinet 10.

The connecting pieces 26, 126 are accessible from the
outside of the switch cabinet (see in particular FIG. 1), so that
it is not required to guide any tubes or hoses whatsoever in the
interior of the switch cabinet. This results in a compact and
clear structure. Preferably, the connecting pieces 26 are con-
figured as part of a quick-connect coupling, so that the media
hoses can be connected to the switching valves 20 with little
effort.

The invention claimed is:

1. A modular switching valve arrangement, comprising:

a plurality of switching valves which are arranged adjacent

to one another,

wherein each of the switching valves includes at least one

media connection which has a connecting piece
mounted on the media connection,

wherein the connecting piece braces the corresponding

switching valve with a shared carrier plate, and
wherein the connecting piece includes a thread which is
screwed in the corresponding switching valve.

2. The switching valve arrangement according to claim 1,
wherein the connecting piece includes a surrounding shoul-
der which rests against the carrier plate.

3. The switching valve arrangement according to claim 2,
further comprising a seal which is arranged between the
shoulder and the carrier plate.

4. The switching valve arrangement according to claim 1,
wherein, on a side facing away from the switching valves, the
carrier plate includes a depression having the connecting
pieces arranged therein.

5. The switching valve arrangement according to claim 1,
wherein the connecting piece is part of a quick-connect cou-
pling by which a hose is connectable to the connecting piece.

6. A switch cabinet, comprising:

a modular switching valve arrangement comprising:

a plurality of switching valves which are arranged adja-
cent to one another,

wherein each of the switching valves includes at least
one media connection which has a connecting piece
mounted on the media connection, and

wherein the connecting piece braces the corresponding
switching valve with a shared carrier plate; and

at least one mounting wall for the modular switching valve

arrangement, the at least one mounting wall being pro-
vided with a recess,
wherein the recess is covered by the carrier plate.

7. The switch cabinet according to claim 6, wherein the
carrier plate is arranged on the inside of the mounting wall.

8. The switch cabinet according to claim 7, further com-
prising a faceplate which is arranged on the outside of the
mounting wall.



